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Test weights and boxes 
Class M1

Aluminium protected 
box, lined, for individual 
weights

Aluminium protected case, lined, 
for weight sets, knob shape, finely 
turned stainless steel

Wooden box, not lined, for 
individual weights ≤ 500 g

Wooden box, not lined, for 
individual weights ≥1 kg

Wooden case, for weight sets, 
knob shape, finely turned  
stainless steel

Milligram weights,  
flat polygonal sheet

Individual weights/weight sets, 
knob shape, finely turned 
stainless steel

Hook weights, finely turned 
stainless steel

Slotted weights, finely turned 
stainless steel 

Plastic case, lined, for weight 
sets, knob shape, finely turned 
stainless steel

Beam bars, for fixing slotted 
weights, aluminium or finely 
turned stainless steel 
* | ** | *** see page 201

Block weights, lacquered cast iron/stainless steel glass bead blasted, 
optional: Aluminium protected case, lined 

Plastic box, lined, for  
individual weights ≥ 500 g,
for hook weights and  
slotted weights ≥ 100 g

Plastic box, for individual  
weights ≤ 200 g, for hook  
weights and slotted 
weights ≤ 50 g

Test weights (10 – 50 kg),  
finely turned stainless steel KERN 
347-141 ff, optional: Wooden box

Milligram weight 
set in plastic box 
(348-22) 

Milligram weight 
set in aluminium 
protected box, 
lined (348-226)
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KERN KERN � KERN
1 g 1,0 347-015 347-030-400 962-631
2 g 1,2 347-025 347-030-400 962-632
5 g 1,6 347-035 347-030-400 962-633

10 g 2,0 347-045 347-030-400 962-634
20 g 2,5 347-055 347-080-400 962-635
50 g 3,0 347-065 347-080-400 962-636

100 g 5,0 347-075 347-090-400 962-637
200 g 10 347-085 347-090-400 962-638
500 g 25 347-095 347-110-400 962-639

1 kg 50 347-115 347-130-400 962-641
2 kg 100 347-125 347-130-400 962-642
5 kg 250 347-135 347-140-400 962-643

10 kg 500 347-145 347-140-400 962-644

KERN � KERN
10 g 200 g 100 g 117,5 347-445-100* 962-634

100 g 2 kg 1 kg 238 347-075-100** 962-637
500 g 20 kg 10 kg 639 347-095-100*** 962-639

1 kg 40 kg 10 kg 1020 347-115-100*** 962-641

KERN KERN � KERN
1 g 1,0 347-016 347-030-400 962-631
2 g 1,2 347-026 347-030-400 962-632
5 g 1,6 347-036 347-030-400 962-633

10 g 2,0 347-046 347-050-400 962-634
20 g 2,5 347-056 347-050-400 962-635
50 g 3,0 347-066 347-070-400 962-636

100 g 5,0 347-076 347-090-400 962-637
200 g 10,0 347-086 347-090-400 962-638
500 g 25,0 347-096 347-110-400 962-639

1 kg 50,0 347-116 347-120-400 962-641
2 kg 100,0 347-126 347-130-400 962-642
5 kg 250,0 347-136 347-140-400 962-643

10 kg 500,0 347-146 – 962-644
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Test weights class M1

Class M1 · Slotted weights

Class M1 · Beam bars, for fixing slotted weights

(1) �is exclusive of the own weight of the beam bar, e.g. the maximum possible total weight is calculated from  
“Maximum total load” + “own weight beam bar”;

* | ** | *** see page 198

Weight Tol +/- mg Slotted weight Plastic box, lined� DAkkS certificate 

Own weight 
beam bar

Maximum 
total load (1)

Largest 
slotted weight 
possible

Material Length Beam bar DAkkS certificate 

Aluminium
Stainless steel
Stainless steel
Stainless steel

Newton weights (N)

Class M1 · Hook weights

All hook and slotted weights as well as beam bars are available with N adjustment according to M1 tolerances
We need to know the location of use and postal code.  
DAkkS calibration certificate for N weights: identical to DAkkS prices for individual weights M1

Weight Tol +/- mg Hook weight Plastic box, linned DAkkS certificate 

Beam bars material: 10 g: aluminium, 100 g–1 kg: finely turned stainless steel

Hook weight material: finely turned stainless steel

Slotted weight material: finely turned stainless steel
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KERN Pi togram:

MULTI

A) EU, GB

B) EU, GB, CH, USA

C) EU, GB, CH, USA, AUS
ALIBI
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KERN Univerzális Port (KUP):  
adatátviteli lehetőség KUP interfészekkel (pl. 
RS-232, USB, Bluetooth, WLAN, Ananlóg, 
Ethernet) adatcserével

 
 

 
 

Analóg interfész Megfelelő periférikus 
eszközökhöz való kapcsolódás analóg 
mérésekhez.

 
 

 
 

 
 

 

 
 

 
 

 

 
 

KERN Kommunikációs Protokol KCP  
KERN mérlegekhez és más műszerekhez 
használható szabványos adatátviteli lehetőség 
A Kern KCP-s eszközök könnyen 
kapcsolhatóak PC-khez, PLC-khez és más 
rendszerekhez. 

 
 

 
 

 

 
 

 

  

 
 

Easy Touch Kapcsolódás  Kapcsolódás, 
adatátvitel és kontrol PC-hez, táblagéphez és 
okos telefonhoz.

 

 
 

 

 
 
 

 

 
 

 
 

 

 
 

 

 
 

Gyári kalibrálás (ISO)
A várható átfutási időt a piktogram mutatja.
Kérjen tájékoztatást a Precimer Kft.-től.




