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KERN�  
- -
1 g 317-010-100
2 g 317-020-100
5 g 317-030-100
10 g 317-040-100
20 g 317-050-100
50 g 317-060-100
100 g 317-070-100
200 g 317-080-100
500 g 317-090-100
1 kg 317-110-100
2 kg 317-120-100
5 kg 317-130-100
10 kg 317-140-100
20 kg 317-150-100
50 kg 317-160-100

KERN�  
317-009-600

1 g 317-010-600
2 g 317-020-600
5 g 317-030-600
10 g 317-040-600
20 g 317-050-600
50 g 317-060-600
100 g 317-070-600
200 g 317-080-600
500 g 317-090-600
1 kg 317-110-600
2 kg 317-120-600
5 kg 317-130-600

KERN�  
mg 338-090-200
1 g 337-010-200
2 g 337-020-200
5 g 337-030-200
10 g 337-040-200
20 g 337-050-200
50 g 337-060-200
100 g 337-070-200
200 g 337-080-200
500 g 337-090-200
1 kg 337-110-200
2 kg 337-120-200
5 kg 337-130-200
10 kg 337-140-200
20 kg 337-150-200
50 kg 337-160-200

KERN�  
10 kg 317-140-600
20 kg 317-150-600
50 kg 317-160-600 

KERN�  
5 kg 346-060-600
10 kg 346-070-600
20 kg 346-080-600
50 kg 346-090-600

KERN�  
10 kg 337-141-200 
20 kg 337-151-200 
50 kg 337-161-200 

KERN�  
10 kg 337-141-100 
20 kg 337-151-100 
50 kg 337-161-100 

www.kern-sohn.com · Order hotline +49 7433 9933 - 0Test weights

Test weights accessories

Boxes for individual weights

For weights ≤ 500 g, 
OIML class E1 – F1

For weights ≥ 1 kg, 
OIML class E1 – F1

For weights ≥ 1 kg, 
OIML class F2 – M3

For weights ≤ 500 g,  
OIML class F2 – M3

For test weights ≥ 10 kg,  
OIML class F1 – M1

Aluminium protected box, lined  
for individual weights, knob and compact shape, 
class E1 – M3

For weights

Aluminium protected case, lined 
for individual weights F1 – M3

For weights

Aluminium protected box, lined 
for individual weights, knob and compact shape, 
class E1 – M3

For weights
 mg

Case material: Wood, lined, suitable for single 
weights, KERN No. 307, 316, 317, 326, 327 

Case material: Wood, not lined, suitable for 
single weights, KERN No. 337, 347, 357, 367 

 not suitable for cast iron weights

Case material: Wood, lined/not lined, suitable 
for single weights, KERN No. 327, 337, 347 

 not suitable for cast iron weights

Case material: Aluminium protected, lined, suitable 
for mg and single weights, KERN No. 307, 308, 316, 
317, 318, 326, 327, 328, 337, 338, 347, 348, 357, 367   

 not suitable for cast iron weights

Case material: Aluminium protected, lined, 
suitable for single weights, KERN No. 307, 316, 
317, 326, 327, 337, 347, 357, 367 �  

 not suitable for cast iron weights

Case material: Aluminium protected, lined, 
suitable for block weights, KERN No. 326, 
336, 346, 356, 366

For weights ≤ 5 kg, OIML class E1 – M3 For weights ≤ 10 kg, OIML class E1 – M3 

Wooden box, lined 
for single weights E1 – F1

For weights

Wooden box, not lined 
for single weights F2 – M3

For weights

Wooden box, not lined 
for test weights F1 – M1

For weights

Wooden box, lined 
for test weights F1 – M1

For weights

For block weight ≥ 5 kg, OIML class F1 – M3 

Order Hotline: Go to back page of catalogue



KERN Pi togram:

MULTI

A) EU, GB

B) EU, GB, CH, USA

C) EU, GB, CH, USA, AUS
ALIBI
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KERN Univerzális Port (KUP):  
adatátviteli lehetőség KUP interfészekkel (pl. 
RS-232, USB, Bluetooth, WLAN, Ananlóg, 
Ethernet) adatcserével

 
 

 
 

Analóg interfész Megfelelő periférikus 
eszközökhöz való kapcsolódás analóg 
mérésekhez.

 
 

 
 

 
 

 

 
 

 
 

 

 
 

KERN Kommunikációs Protokol KCP  
KERN mérlegekhez és más műszerekhez 
használható szabványos adatátviteli lehetőség 
A Kern KCP-s eszközök könnyen 
kapcsolhatóak PC-khez, PLC-khez és más 
rendszerekhez. 

 
 

 
 

 

 
 

 

  

 
 

Easy Touch Kapcsolódás  Kapcsolódás, 
adatátvitel és kontrol PC-hez, táblagéphez és 
okos telefonhoz.

 

 
 

 

 
 
 

 

 
 

 
 

 

 
 

 

 
 

Gyári kalibrálás (ISO)
A várható átfutási időt a piktogram mutatja.
Kérjen tájékoztatást a Precimer Kft.-től.


