
03033

30 31

A B

D 1

MULTI
EWJ / 
EWJ-M

EWJ / 
EWJ-M

EWJ / 
EWJ-M

EWJ / 
EWJ-M

EWJ-M / 
EWJ-SM

EWJ 300-3H 300 0,001 - - ± 0,005 220×340×321 A - 963-127
EWJ 300-3 300 0,001 - - ± 0,005 220×340×90 A - 963-127
EWJ 600-3� 600 0,001 - - ± 0,005 220×340×321 B - 963-103
EWJ 3000-2 3000 0,01 - - ± 0,05 220×340×105 C - 963-127
EWJ 6000-2� 6000 0,01 - - ± 0,05 220×340×105 D - 963-104

EWJ 600-2M 600 0,01 0,1 0,5 ± 0,03 220×340×90 B 965-216 963-127
EWJ 6000-1M 6000 0,1 1 5 ± 0,3 220×340×105 D 965-217 963-128

EWJ 600-2SM 600 0,01 0,1 0,5 ± 0,03 220×340×90 B 965-216 963-127
EWJ 6000-1SM 6000 0,1 1 5 ± 0,3 220×340×105 D 965-217 963-128

www.kern-sohn.com · Order Hotline +49 7433 9933 - 0 Precision Balances

Compact Laboratory Balance KERN EWJ

High-quality precision balance with automatic internal 
adjustment, verification optional
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Options
Verification DAkkS Calibr. Certificate

KERN KERN

Note: For devices that require verification (conformity assessment according to NAWI 2014/31/EU), please include the verification when placing your order.
The initial verification is not possible after delivery. Please inform the full address of the location of use for the initial verification.

Variants without data interfaces

 New model

	· KERN EWJ/-H/-M: USB data interface for  
transferring weighing data to the PC, printer etc.

	· Small draught shield as standard for models  
with weighing plate size A, B, removable, 
Weighing space W×D×H 134×128×80 mm

	· 1 KERN EWJ 300-3H/EWJ 600-3: Large glass 
draught shield with 3 sliding doors for easy access 
to the items being weighed. Weighing space 
W×D×H 155×175×217 mm

	· Protective working cover included with delivery

Technical data

	· Large LCD display, digit height 21 mm
	· Dimensions weighing surface, stainless steel 
A ∅ 80 mm 
B ∅ 120 mm 
C ∅ 135 mm, see larger picture 
D W×D 155×145 mm

	· Permissible ambient temperature 
KERN EWJ: 15 °C/35 °C 
KERN EWJ-M: 15 °C/30 °C

Accessories

	· Protective working cover, scope of delivery  
5 items, KERN EWJ-A04S05

	· Internal rechargeable battery pack, operating 
time up to 57 h without backlight, charging time 
approx. 6,5 h, KERN EWJ-A06

	· KERN EWJ/-H/-M: Software BalanceConnection, 
for flexible recording or transmission of measured 
values, in particular also to Microsoft® Excel or 
Access as well as transfer of this data to other 
Apps and programs, for more details see internet, 
scope of supplies: 1 CD, 1 license, 
KERN SCD-4.0

	· Further details, plenty of further accessories  
and suitable printers see Accessories

Features

	· NEW: EWJ 600-3/EWJ 6000-2: The measuring 
system’s exceptionally high resolution of 600.000 
points ensures the highest level of accuracy with 
large weighing ranges

	· NEW: Weighing with tolerance range (check-
weighing): a visual and audible signal helps  
with portioning, dispensing or grading

	· Standardised, convenient KERN concept of  
operation: All primary functions have their  
own key on the keypad

	· Automatic internal adjustment, time-controlled 
every 2 h, guarantees high degree of accuracy and 
makes the balance independent of its location

	· Capacity display: A bargraph display lights up  
to show how much of the weighing range is  
still available

Order Hotline: Go to back page of catalogue
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